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THE NEW BENCHMARK FOR QUIET COMPUTING 
Delivering high-performance computing that is “super quiet, super cool”

IN-LINE AIRFLOW
Two high-quality, slow-rotation fans generate more airflow without noise

INTEL® PENTIUM®4 CELERON® (LGA775) PROCESSORS 
800/533 MHz front side bus

DUAL-CHANNEL DDR400 MEMORY 
Serial ATA 150 storage interface

EASY INSTALLATION
Preinstalled drive cables, simple drive bay assembly

FEATURES

Technical Specs
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CHASSIS TYPE 
•     i Panel
•     Dimension: 240(W) x 195(H) x 375(L)
•     N.W./G.W: (Kg/Lbs): 4.2kg(9.1)/8.1kg 
      (17.7)
•     (1) 5.25” bay
•     (2) 3.5” bays

FRONT PANEL 
•     8-in-1 card reader
•     (2) USB ports 
•     (1) FireWire 400 port
•     (1) Mic-In, Speaker-Out
•     (1) Power Button

BACK PANEL 
•     (1) PCI-Express x16 slot
•     (1) PCI x1 slot
•     (1) PS2 Mouse & Keyboard
•     (2) USB 2.0 ports
•     (1) FireWire 400 port
•     (1) Gigabit RJ45 LAN port
•     8-channel audio ports
•     (1) Line-in
•     (1) Serial port
•     (1) Fiber SPDIF-in
•     (1) Fiber SPDIF-out
•     (1) Coaxial SPDIF-out
•     (1) Clear CMOS
•     (1) VGA Port

POWER 
•     Output: 275 Watt  
•     Input: 110 / 230V AC
•     Active PFC
•     EMI Certified: FCC, CE, BSMI
•     Safety Certified: UL, TUV, CB

ACCESSORIES
•     Motherboard User manual
•     Motherboard CD-Driver
•     XPC Installation Guide
•     BTX standard thermal module
•     FDD Cable
•     RAID user Guide
•     SATA Cable
•     PCI-E Power extension cord
•     Power cord
•     Mounting brackets/Front Feet/Twin Ad-
      hesive/ Heatsink compound

FORM FACTOR 
•     BTX Form Factor

PROCESSOR 
•     Intel® Socket 775 Pentium® 4 / Cel-
      eron® D processor
•     800/533MHz, LGA775
 
CHIPSETS 
•     North Bridge: Intel 915G 
•     South Bridge: Intel ICH6-R

MEMORY
•     Dual-channel DDR 400/333
•     (2) DIMM slots (2GB max)

VGA
•     x16 PCI Express slot
•     Intel® Graphics Media Accelerator 900
•     DVMT memory architecture
 
AUDIO 
•     Realtek ALC880 7.1 channel High Defi-
      nition

FireWire 400
•     VIA VT6307
•     FireWire OHCI v1.0 compliant 
•     Up to 400Mb/s data transfer rate

ETHERNET 
•     Marvell 88E8053 GbE (PCI-E X1)     
      10/100/1000 Mb/s LAN operation
 
STORAGE INTERFACE 
•     ICH6/R integrated SATA
•     Dual Channel UDMA 150MB/s S-ATA
•     Support RAID 0,1

ONBOARD HEADERS AND CONNECTORS
•     (4) Fan connectors 
•     ATX main power connector 
•     ATX 12V power connector 
•     ATA 100 bus master IDE 
•     (4) Serial ATA connectors
•     Floppy connector 
•     Front panel connectors 
•     1x5 pin USB 2.0 headers 
•     2x5 USB 2.0 header 
•     Clear CMOS jumper
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